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Floor Standing Enclosures
Quick fixation baying brackets

Floor Standing Enclosures

CUSTOMER BENEFITS
 Fast installation of
bayed enclosure solutions
 Tool-free installation

Good news for panel builders! You can now implement
your Eldon bayed enclosure solutions much faster than
ever before, without using tools.
Eldon’s latest quick fixation baying solutions deliver panel builders
with a fast installation turn-around, increasing their competitive
edge, thanks to simplified installation solutions.
Eldon’s innovative baying brackets for floor standing enclosures
do not require any installation tools, enabling quick,
one-man installation.
Addressing the competitive needs of a panel builder to achieve
faster turn-around times, the CCI and CCM baying brackets take
ease of use and speed of installation to a whole new level.
The brackets have undergone comprehensive testing, to ensure
they fully meet the strictest standards when it comes to their
loading and lifting capability.

LAUNCH DATE
 CCI:

The brackets are available as standard in the mild steel and
stainless steel floor standing enclosure ranges.

May 2016

 CCM: November 2017

CCI, internal baying brackets
Eldon’s internal baying brackets for combinable enclosures are
delivered with quick click-in fixing solution, allowing panel builders
to implement their bayed enclosure solutions much faster than ever
before. This is due to the tool free fixation method as well as the
reduction in the baying bracket’s fixation points.

CCM, corner baying brackets
Eldon’s corner baying brackets for combinable enclosures
are delivered with quick click-in fixing solution. This fixation method
allows you to build bayed enclosure solutions quickly and simply
without tools. Installation can be carried out by one person,
significantly reducing assembly costs for panel builders.

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Floor Standing Enclosures
Mounting plate brackets

Floor Standing Enclosures

CUSTOMER BENEFITS
 Tool free installation
 Reduced assembly time
 One-man installation

The MPA mounting plate brackets are delivered with
pre-installed quick fixation click-in, and a retaining
bracket that holds the mounting plate in place, before it
is fully fitted to the enclosure.
This allows one man installation of the mounting plate, significantly
reducing assembly costs for panel builders. The mounting plate
brackets are available in the mild steel and stainless steel floor
standing enclosure ranges, as standard.

LAUNCH DATE
 May 2016

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Description

Item no.

Mounting plate flush rear fixation brackets

MPA04

Mounting plate depth adjustable brackets

MPA06
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Floor Standing Enclosures
Profile system

Floor Standing Enclosures

CUSTOMER BENEFITS
 Tool-free installation
 Reduced assembly time
 Pre-assembled brackets
in the profile
 Tested load capacity

Cut your assembly time by up to 80%!
The CLPF profile system is supplied with the
fixation bracket pre-assembled in the profile,
thus significantly reducing the assembly time.
The CLPF profile system is a 40 mm wide and 25 mm
high profile, which can be mounted in all directions on the
enclosure’s frame.
When the profile is in position, it is fixed with a click-in,
therefore no tools are required for the installation.
The innovative fixation system allows brackets to pivot,
and overall assembly time is drastically reduced.
When mounted on the frame of the enclosure, the profiles are
flush with the enclosure’s profiles. Two rows of hole patterns
for cage nut fixing and self tapping screws are provided.
The CLPF profile system can also be used in combination
with other accessories such as sliding nuts, GLM, to mount
components which require continuous adjusting in depth.

LAUNCH DATE
 January 2018
Description

Max. Loading Horizontal C

Max. Loading Horizontal

Item no.

Mounting profile, 300

800 N

1000 N

CLPF300

Mounting profile, 400

800 N

1000 N

CLPF400

Mounting profile, 500

800 N

1000 N

CLPF500

Mounting profile, 600

800 N

1000 N

CLPF600

Mounting profile, 800

800 N

1000 N

CLPF800

Mounting profile, 1000

800 N

1000 N

CLPF1000

Mounting profile, 1200

800 N

1000 N

CLPF1200

Mounting profile, 1400

Only vertical loads allowed

Only vertical loads allowed

CLPF1400

Mounting profile, 1600

Only vertical loads allowed

Only vertical loads allowed

CLPF1600

Mounting profile, 1800

Only vertical loads allowed

Only vertical loads allowed

CLPF1800

Mounting profile, 2000

Only vertical loads allowed

Only vertical loads allowed

CLPF2000

Mounting profile, 2200

Only vertical loads allowed

Only vertical loads allowed

CLPF2200

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Floor Standing Enclosures
Side panel improvement

Floor Standing Enclosures

CUSTOMER BENEFITS
 Reduced assembly time
 Stronger side panel design
 Enhanced quality
 One-man installation

Reflecting Eldon’s near 95-years of expertise in making
state-of-the-art enclosures, the redesigned SPM, mild steel
and SPMS, stainless steel side panels are geared
to be utilized with combinable enclosures for creating bayed
or individual configurations. Typical applications encompass
automation & control and power distribution systems, where it
is necessary to install multiple enclosures in-line.
The increased strength of the latest side panels stem from
an innovative ‘S’ bend as well as an increase in material
thickness. In addition, Eldon’s customers also benefit from a
smart hanging design feature, that allows the side panels to
be hung from the enclosure using a unique bend across the
top edge of the side panel, which makes the installation
fast and easy.

LAUNCH DATE
 Mild steel:

Eldon’s latest range of mild steel and stainless steel
side panels has been designed from the drawing
board to deliver users increased rigidity for extra
strength, as well as to reduce customer assembly
time and permit one-man installation.

June 2016

 Stainless steel: September 2017

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Floor Standing Enclosures
Easy fixation with new patented retainer

Floor Standing Enclosures

CUSTOMER BENEFITS
 Faster installation of the side panels
 The load capacity has been
properly tested

Eldon’s side panels for the floor standing range,
including SPM / SPMS / SPMA maintain ingress
protection to ensure that electrical components
operate without any disturbances and protect
personnel from injuries. Proper sealing is provided
through an extruded, one-piece polyurethane
gasket. The panel is mounted with 8 screws.
A new patented retainer has been introduced to make
mounting these panels even easier. The new retainers replace
the cage nuts to allow for faster fixation of a side panel by
one person. The retainers will be delivered for the mild steel,
stainless steel and aluminum ranges.
The new retainer is inserted without tools through the side
panel on to the enclosure frame. The retainer remains in
position in the side panel thanks to two slots in the panel and
two positioners on the retainer. When the screw is inserted in,
the retainer expands, providing a strong and reliable fixation of
the side panel to the enclosure.

LAUNCH DATE
 December 2018

The process to mount a side panel is now as follows:
 The retainer is inserted through the side panel holes and clickedin to the side panel;
 The side panel is hung on the enclosure frame;
 The screw is inserted in the retainer guaranteeing an exact side
panel positioning and reliable fastening.

The new retainer makes the whole assembly process easier
and reduces assembly time, since no tools are required for
positioning the retainer into the frame. With the previous cage
nuts it was more complicated and time consuming to make
sure the cage nut was in the right position.
Comprehensive tests of the new fixation method have been
conducted, to ensure the required loading capacity can be
met, for example for big cooling units with weights up to 80
Kg. Other tests have proved that proper fastening can also
be maintained in high vibration environments or
seismic environments.
The new fixation method is a standard feature on mild steel,
stainless steel, and aluminium side panels for combinable floor
standing enclosures. Panels available:
 SPM, Mild steel side panels;
 SPMS, Stainless steel side panels;
 SPMA, Aluminium side panels.
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Floor Standing Enclosures
Mounting filler plate

Floor Standing Enclosures

CUSTOMER BENEFITS
 Tool-free installation
 Reduced assembly time
 One-man installation

Eldon’s new mounting filler plate reduces assembly
time thanks to a quick click-in fixing solution, and a
new design, based on a supporting guide bar.
The MPF filler plate is a flat mounting surface, which allows to
get a continuous mounting surface for bayed combinable floor
standing enclosures.
The new top bracket is fixed with a click-in fixing solution to the
top middle frame, and a supporting bar is mounted between
mounting plates. This metallic bar services at the same time as
bottom fixation and as guide for the filler plate.
The MPF can be now flushed between mounting plates and
easily fixed, with a click-in fixing solution, to the top bracket.

LAUNCH DATE
 April 2018

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Floor Standing Enclosures
A new hinge pin for simpler mounting

Floor Standing Enclosures

CUSTOMER BENEFITS
 The pins remain within the body hinge
 Virtually no risk of losing the pin
 Door mounting, and detachment can
be done faster and easier

A minor, but still important improvement is the new
hinge pin for the floor standing enclosure range. It
makes door mounting and detaching easier, and
reduces the risk of losing the pin.
With the previous design, the pin could easily fall out of the hinge
during detachment of the door. The new version is split into two
shorter pins, with a machined slot in the middle. This slot, and a
retainer within the body hinge, ensures that the pins remain within
the hinge, which makes mounting and detachment easier. The risk
of losing the pins after pulling them out is, thereby, also reduced.
The new hinge pin is used with mild steel and stainless steel floor
standing enclosures. It is ideal for virtually all applications, in many
different environments.

LAUNCH DATE
 December 2018
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Floor Standing Enclosures
Floor standing combinable enclosure with IP 66 rating

Floor Standing Enclosures

CUSTOMER BENEFITS
 High ingress protection
 Flexible solution that allows baying
configurations to achieve IP 66
 Full accessory compatibility
 Fast and tool free baying installation

Eldon has now added a new IP 66 rated floor standing
combinable range in mild steel and stainless steel to its
extensive floor standing product programme.
The new version offers a higher protection level for equipment
and components, which will help extend their lifetime and reduce
maintenance costs when the enclosure is installed for rough
environments with severe conditions.
The profile system is identical to the standard combinable range,
which make it fully compatible with the combinable floor standing
accessory range.
The new enclosure version is accompanied by a new puzzle gasket
to achieve IP 66 also in bayed configurations, when it is used in
combination with CCI and CCM baying brackets.
Thanks to the puzzle gasket, the kit can be used for all standard
floor standing dimensions, since the gasket needed can be easily
pushed out from the pad with different gasket configurations.

LAUNCH DATE
 December 2018

Floor standing combinable enclosures, IP66 rating
Height (mm)

Width (mm)

Depth (mm)

Item no.

2000

800

600

MCS20086HP

2000

800

600

MCSS20086HP

Puzzle gasket for IP66
Item no.
HPPG01
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Floor Standing Enclosures
180° hinges for floor standing enclosures

Floor Standing Enclosures

CUSTOMER BENEFITS
 Die cast manufactured, which
improves the aesthetics
 Fast and easy assembly
 No machining is required

Eldon now offers new 180° hinges for its floor
standing enclosures.
180º hinges are often required in many different applications,
since it helps to be able to open the door more than the standard
130°. This is especially beneficial in combination with 19” swing
frames when maintenance or other work inside the enclosure is
required in the field because it makes the job much easier.
The new 180º hinges are assembled in the same way as
the standard hinges in both the body and door, so replacing
standard hinges with the new 180º hinges is very easy.
The hinges can be retrofitted without any machining, which
makes replacement in the field easy. The new hinges are die
casted, to improve the aesthetics.

LAUNCH DATE
 December 2018
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Floor Standing Enclosures
Outdoor combinable floor standing enclosure

Floor Standing Enclosures

CUSTOMER BENEFITS
 Flexible design: allows outdoor enclosure
assemblies to be built in different
dimensions, according to needs
 Anti-vandalism: panel joints are
gap-less, and all fitting elements and
screws are hidden and not accessible
from the outside
 Corrosion resistance: the stainless steel
frame and the aluminium walls provide
higher corrosion resistance properties
than mild or galvanized steel alternatives

Eldon’s outdoor enclosures range has been
expanded with a new outdoor combinable floor
standing version, equipped with a stainless steel
frame and double aluminium walls. The combinable
design provides extensive flexibility to the solution,
allowing assemblies to be built in a number of
different dimensions.
The walls of the enclosures in the floor standing aluminium range
are made from high quality marine grade aluminium, AlMg3,
which is light and highly corrosion resistant. This material also
offers good heat dissipation and the double wall design provides
80% higher cooling efficiency than a single wall version, if the
enclosure is installed outdoors and exposed to the sun.
The new outdoor combinable floor standing enclosure is based
on the stainless steel floor standing enclosure and, since it uses
the same frame design, all the accessories are compatible.

LAUNCH DATE
 November 2017

Typical applications are outdoor and range from rail and
road traffic control equipment to water treatment plants and
telecommunication applications in the field. The welded frame
guarantees a strong, rigid enclosure which is well suited for
heavy duty applications.
A wide range of accessories allows for any configuration.
And, since all enclosure versions are designed around the same
platform, the same accessories may be used on all versions.
This makes engineering easier and allows for stock reduction
with panel builders and distributors. Assembly is easy and will
help you to reduce assembly time and remain competitive.

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Wall Mounted Enclosures
New locking system

Wall Mounted Enclosures

CUSTOMER BENEFITS
 Increased security thanks to the
metallic double-bit insert
 Smoother closing in the
enclosures with espagnolette
 Reliable protection degree even in
high loaded doors

The security is very important for wall mounted
enclosures and for this reason the lock in the mild
steel enclosures is now made from metal as in the
stainless steel enclosures. The new locking system
increases the reliability of the protection degree even
in doors carrying high loads.
The lock, which has been changed from plastic to metal, is
included in all the wall mounted enclosures, irrespective of size.
In enclosures 1000 mm high and higher the lock acts on an
“espagnolette locking system” (see the bars in red in the image),
and this system has also been improved.
The metallic double-bit insert makes the enclosure safer since
it guards against the pin breaking. The new locking system
includes two wheels top and bottom, which make closing and
opening much smoother.

LAUNCH DATE
 2017

Another improvement is that the plastic holders which guide
the rods have a new geometry which puts the door in the right
position during closing. This guarantees that the sealing between
the door gasket and the enclosure rain gutter is perfect, even in
applications in which the door is heavily loaded and may tend to
hang up. The gasket compression is improved and any risk of the
door not closing completely is avoided.
The earthing of the lock is a must and this is easily done
with the special fixation nut which electrically connects the lock
with the door.
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Wall Mounted Enclosures
180º hinges

Wall Mounted Enclosures

CUSTOMER BENEFITS
 Die cast manufacturing which
improves the aesthetics
 Easier and faster assembly
 Machining is not required

Now available for our our wall mounted enclosures
is a new range of 180° hinges that can be retrofitted
without any machining where necessary. The new
hinges are produced by die casting which greatly
improves the aesthetics.
Since the new 180º hinges are assembled in the same way as
the standard hinges, in the body and in the door, replacing the
standard hinges with the new 180º hinges is extremely easy.
No additional machining is required; the task can be carried out
quickly, even in the field, and with the enclosure
completely equipped.
180º hinges are often required for wall mounted enclosures
because, in many applications, it is an advantage to have a door
opening of more than the standard 130°. This is particularly true
when maintenance or other work inside the enclosure is required
in the field, since it makes the job much easier.

LAUNCH DATE
 2017

In some cases this need is identified when the enclosure is
already installed. In this situation our new hinge offers major
advantages since it can be installed quickly and easily without
any machining (always a complex task and sometimes impossible
in the field).

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Wall Mounted Enclosures
Depth interior profile

Wall Mounted Enclosures

CUSTOMER BENEFITS
 Easy to use profile which does
not require machining
 Flexible system for
mounting equipment

Now available is a new mounting profile for
wall mounted enclosures which gives much
greater scope for mounting typical accessories,
such as lights or temperature control equipment,
inside the enclosure.
The assembly of the profile does not require any machining,
which would put at risk the protection degree of the enclosure.
Assembly is extremely easy, it is simply a case of placing the
profile in position and tightening one screw.
The profile includes the standard 25 mm hole pattern normally
used in the other profile systems to make design and fixing of
the components easier. It must always be installed in depth, but
in any position on the sides, bottom or top.
With these profiles we can also use the profiles system CLPF in
the wall mounted enclosures (between two profiles) which are
normally used in the floor standing range.

LAUNCH DATE
 2017

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Wall Mounted Enclosures
Door Wheel for MAS

Wall Mounted Enclosures

CUSTOMER BENEFITS
 Reliable protection degree when the
enclosure is mounted on uneven surfaces
 Smoother door closing with
heavily loaded doors

An enclosure must maintain the specified protection
degree, even if the mounting surface is uneven or of
if the door is heavily loaded. Situations like this could
affect the relative position between the body and the
door and reduce the seal in between.
Eldon now offers a new door wheel to be mounted on the enclosure
door to make sure the enclosure door closes perfectly and tightly,
and to ensure the stated protection degree is maintained.
The new door wheel is available for Eldon’s wall mounted
enclosures in mild steel and stainless steel. It is useful when the
enclosure is mounted on an uneven surface or when the door is
heavily loaded. The door wheel makes closing easier and smoother
and guarantees that the seal between the gasket and the enclosure
body is perfect.
This accessory is especially useful for wall mounted enclosures
up to a height of 800 mm, since these enclosures do not have an
espagnolette locking system with a rod guide that helps position the
door into position.

LAUNCH DATE
 April 2018

The door wheel can be installed easily in all Eldon’s wall mounted
enclosures without any machining thanks to fixing profile studs on
the door. The door wheel cannot be mounted in enclosures with a
lower height than 300 mm, since these are not provided with door
studs, but in these cases the risk of poor sealing is almost zero.

Scan the QR code to access
Eldon’s mounting instructions
video gallery!
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Others
Operator Interface Control Enclosure, OICE

Others

CUSTOMER BENEFITS
 Reinforced fixation compatible
with both medium and light
swing arm systems
 Easy to remove aluminium
front panel
 Unique finish due to extruded
aluminium handles

Being one of the more visible parts of a machine,
the control enclosure for HMI applications
has an outstanding design and an excellent finish.
The control enclosure is one of the parts of the machine which
is constantly being moved, therefore the fixation between the
enclosure and the swing arm system must be extremely strong.
In the new design, the roof of the enclosure has been reinforced
with a 3 mm thickness steel plate. The compatibility with both
arm systems, medium SM and light SL, is excellent and the
fixation does not require any machining.
The main equipment in the control enclosures is assembled on
the aluminium front plate, significantly simplifying the assembly
work. But in many cases auxiliary components must be mounted
inside the enclosure, and the fixation studs available allow the
customer to use standard accessories from the steel terminal
boxes range, such as profiles or mounting plates, easy and
without any machining.

LAUNCH DATE

The extruded aluminium handles, the plastic parts to cover the
front plate fixation, together with the improved overall design
considerably improve the aesthetics of the enclosure.

 2017
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In line with our policy of continuous development, we reserve the right to update our designs at any time. As
a result, the product shown may not be identical to the one which is supplied, although it will correspond with
the standards mentioned in the brochure. Whilst every care is taken to ensure that the information supplied
is correct, we cannot accept any responsibility for errors or changes that may occur.
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